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MODEL: SD-15RML7 

Military Multi-Functional Display 

FEATURES 

Viewing Engle 
-80~80(H); -60~80(V);  

Size / Type 
15”  

Max. Colors 
16.2 M 

Brightness 
1200 (typ) 

Resolution 
1024 x 768 @ 60Hz 

Contrast 
700 : 1 (typ.) 



SPECIFICATION 

 
PANEL SPECIFICATION 
 

  

Size / Type 15”  

Response Time 14 ms. (typ.) 

Resolution 1024 x 768 

Contract Ratio 700 : 1 (typ.) 

Max. Colors 16.2M Colors 

Brightness 1200 (typ.) 

Viewing Angle -80~ 80 (H); -60~ 80 (V) 

Touch Screen P-cap multi-touch screen (USB) 

  
I/O (D38999 Connectors) 

  

Connector Type MIL DTL-D38999 
(SER III waterproof — marine/naval bronze 

1 x VGA (D38999)  

1 x HDMI Input  

1 x DC 12~28V Input  (D38999) 
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ENVIRONMENT TOLERANCE 

  

Operating Temperature -20 deg. C to 60 deg. C 

Storage Temperature -30 deg. C to 70 deg. C 

Shock MIL– STD - 810G Method 516.6 

Vibration MIL-STD-810G Method 514.6C-3 

Humidity MIL-STD-810G Method 507.5-7 

EMC MIL-STD-461E(RE102,RS103,CE101,CE102)  

  
FUNCTIONALITY 

  

PIP  Hard Alu. With chromatic and deactivating coating 

Dimming  Rack mount with handles / flush mount 

Function keys 10 programmable function keys 



  
DIMENSIONS 

  

Dimensions  400 x 330 x 68.7 mm 

Weight  6 KG Identity 
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DRAWINGS 


